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PHASING NOTES:
I. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY,

CONSTRUCTION DETAILS

A. ABANDON EXISITNG VEHICLE DETECTOR AND ASSOCIATED WIRING.

B. INSTALL MICROLOOP PROBE SET WITH A 500 FT. LEAD-IN CABLE.

C. INSTALL A 6 FT. X 30 FT. QUADRUPOLE VEHICLE LOOP DETECTOR {3-6-3
TURNS) ENCASED IN A -y IN. FLEXIBLE TUBING.

D. INSTALL 24 IN. WHITE,

TAPE.

E. REMOVE EXISTING SIGNAL HEAD AND ASSODCIATED WIRING,

REFLECTIVE,

F. RELOCATE EXISTING SIGNAL HEADS AS SHOWN.

G. INSTALL SIGNAL HEADS AND SIGNS CN MAST ARM AS SHOWN.

H. INSTALL ELECTRICAL CABLE ON EXISITNG SPAN WIRE.

I. DELETED.

J. MAINTAIN EXISTING HANDHOLE.

THERMOPLASTIC PAVEMENT MARKING

K. INSTALL ELECTRICAL CABLES INTO EXISTING CABINET AND PROPERLY
TAG/LABEL EACH CABLE.

L. INSTALL A & FT. X 6 FT. VEHICLE LOOP DETECTOR (4-TURNS) ENCASED IN

A 74 IN. FLEXIBLE TUBING.

M. INSTALL A 1 IN. LIQUID TIGHT, FLEXIBLE. NON-METALLIC CONDUIT FOR A
DETECTOR WIRE SLEEVE.

N. INSTALL HANDHOLE.

0. INSTALL A 2 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT-TRENCHED.

R,

S!

USE EXISTING HANDHOLE.
USE EXTSTING CONDUIT.

USE EXISTING STEEL POLE. GENERAL NOTES:

REMOVE/GRIND EXISTING PAVEMENT MARKING. 1. THE LOOP DETECTORS AND CONDUIT ARE TO BE INSTALLED PRICR TO
THE INSTALLATION OF THE PAVEMENT MARKINGS.

2. REFER TO THE MAINTENANCE OF TRAFFIC AND TRAFFIC SIGNAL PLANS
INSTALL A 2 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT-BORED. FOR ADDITIONAL DETAILS.

INSTALL A 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT-TRENCHED.

REMOVE EXISTING SIGN. 3. ALL TRAFFIC SIGNAL EQUIPMENT SHALL BE INSTALLED TGO FINAL GRADE.
INSTALL SIGNAL HEAD AND/OR SIGN ON SPAN WIRE.

INSTALL 50 FT. MAST ARM. SIGNAL HEADS. AND SIGN ON EXISTING STEEL
FOLE. : '

[NSTALL GROUNG MOUNTED SIGN.
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